
DESIGNED FOR USE IN SYSTEMS WITH 
HEAT PUMPS FOR HEATING AND COOLING

THERMAL INSULATION
Rigid polyurethane foam insulation, 
35 mm thick, encased in zippered 
PVC fabric.

PUH/PVC –

Rigid polyurethane foam insulation, 
35 mm thick, encased in ABS plastic 
with a latch.

PUH/ABS – 

The above insulation types comply with all 
requirements of the ErP 2009/125/EC Directive

TECHNICAL DESCRIPTION
The buffer tank is intended for hydraulic separation 
of the heat pump circuit and the heating/cooling 
circuit; for increasing the volume of the 
heating/cooling system; and for storing heat 
or cold to ensure proper and stable operation of 
the heat pump, as well as the heating and 
cooling system.
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P T

6 bar -10 + 95 ºС

VTA 4
(for heat pump)

50-80

Model V tank, l Energy efficiency class of insulation

50 52 B

80 82 B

DESIGNATION

Air ventH

Connections for supply and return lines of heating circuitsh1, h4

Technological connectionh5

Connection for temperature sensorsh6

DIMENSIONS AND CONNECTION

124

MATERIAL  
The tank is constructed from S235JR (DIN 1.0038) 
carbon structural steel. 
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Model
Dimensions, mm Connection Dimensions, mm

H h1 h4 h5 h6

50 480 400 500 175 325 160 250

80 480 400 750 175 575 160 375

ØD1 ØD

½''

½''

½''

½''

½''

½''

¼''1

¼''1

V
TA

BUFFER TANKS FOR HEATING AND COOLING SYSTEM
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The schematic diagram does not replace qualified installation: 
during design, relevant standards and regulations must be followed.

Heat pump

DESIGNATION

Expansion tank

Heating radiator

VTA 4 storage tank 
(for heat pump) 50-80

Circulation pump

Shut-o� valves

Check valve

Automatic air vent Safety valve

Pressure gauge

Heat pump

DESIGNATION

Expansion tank

Heating radiator

VTA 4 storage tank 
(for heat pump) 50-80

Shut-o� valves

Automatic air vent

Safety valve

Pressure gauge
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EXAMPLE OF A SCHEMATIC DIAGRAM


